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Dr. Andrea Trapananti 
Universita' di  Camerino 
Via Madonna delle Carceri, 9 
62032 Camerino (MC) 
Italy 
Tel: +39 0737 402571 
Fax: +39 0737 402853 
email: angela.trapananti@unicam.it 
 

 

 

TECHNICAL OFFER 

We are pleased to quote as follows: 
 
 

Item Qty Unit Description 

1. 1 set 5-axis UHV Manipulator, motorized 

1.1. 1 pcs. PTS-XY-Motion Module – motorized (stepper motor with encoder, includes controller SMCD10) 

   
DN 100CF mounting flange, XY-motion module with +/- 12.5 mm stroke (full square range) 
Large barrel types micrometers with 5 micron graduations. All the time possible manual operation. 

XY-Motion Specification: 

Resolution: 5 µm manual, 1 µm motorized. Max. speed 2 mm/s. 

1.2. 1 pcs. PTS-Z-Motion Module – motorized (stepper motor with encoder, includes controller SMCD20)  

   
Travel length of Z-Motion Module is 500mm. 

Z-Motion Specification: 

Resolution: 0.1 mm manual, 0.01 mm motorized. Max. speed 2 mm/s. 

1.3. 1 set PTS-R1, primary rotation module R1, ±180º (around Z-axis) – motorized (stepper motor with 
encoder, includes controller SMCD10) 

   R1-Motion Specification: 

Resolution: 0.1º motorized. Max. speed 4°/s. 

1.4. 1 set PTS-R3, rotation module R3, ±8º (along X-axis) – motorized (stepper motor with encoder, in-
cludes controller SMCD10) 

   
R1-Motion Specification: 

• Resolution: 0.1º motorized. Max. speed 2°/s. 
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1.5. 1 set PTS-REC, Sample receiving station 

   Simple sample receiving station without heating, cooling, potential and temperature measurement. 

2. 1 pcs. Standard PTS Sample holder (base container) 

   Designed for samples up to 50mm in diameter, without heating and cooling capabilities. 

 

 

All prices are shown in offer OS-595/09/SP.  

If you have any questions please do not hesitate to contact me. 

 

 

Best regards, 

 

Iwona Falbikowska 


